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START-S1 - Laser wave wired pinhole camera detector 

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Laser camera discover utensil  
Model No.: START-S1 

  This device can detect all cameras in wired, any converted pinhole camera. 
 Through this device, you can discover continually twinkling hidden camera lens. 
 Operate easily and use conveniently. It will take 1 minute to finish one room searching if the room is about 60 

square meters. 
 Through this device, you can locate pinhole cameras with naked eyes.  
 Its’ focus can be adjustable. You can zoom in focus 3 times. Operate easily. 
 Built-in 4 x AAA battery. There is no power consumption if it is at the status of stand by. It can be used for 12 

hours continually and carried conveniently. 

 

 
Search pinhole camera lens through IR & laser. 

 
Observe camera with naked eyes through the 

device. 

 
Use 4 x AAA batteries. 

 

 

Power supply 4 x AAA batteries 

Lamp-house Red laser  

Wave length 920nm 

Multiple eyesight lens 3 times optics glass 

Power consumption 80mA 

Work mode 
Left and right laser, 

searching 

Focus Adjustable 

Size 101mmX52mmX33mm 

Weight 125g 

 

 

 

 

Mainframe x 1 Battery x 4 
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